Gold Plating P.C.B.Taping Machine Before Wave Soldering  TP-600 
Features：

Mask gold-finger before wave soldering. Overcome the difficult taping accuracy by labors. 

Eliminate labors, lower the damage and increase utmost efficiency.

1、 Unique alignment device, secure the taping align.

2、 Offset construction, start and end exactly.

3、 Cut off construction providing easy and practical operation.

4、 Differential pressure designed, insure taping tightly.

5、 Set up data easily by X Y motion with laser point lamp.

6、 Human Machine interface offering multi-function, duplicate data in array an set up parameter. Easily operate.

7、 Program the front and back side working continuously.

8、 Connect personal computer transforming NC routing file to Text file and download data.

9、 Free-replace model or parts to change any width of tape.

10、 Auto unloaded.

Specification：
	Model：
	TP-600 

	Working Dimension
	X600，Y600㎜

	Position
	Pin（adjustment）

	Motion Speed
	280 ㎜/sec

	Machine Accuracy
	±0.001”

	Electric Specification
	220V，3.5A，1∮

	Air Pressure Specification
	5~6㎏/㎝2

	Auto Unload Speed
	510㎜/sec

	Auto Unload Height
	890 ~ 950㎜

	Working Method
	One PCB one side（double side is programmable）

	Width of Tape
	3.5 ~ 22.0㎜

	Length of Taping
	Minimum 45㎜

	Overall Length of Tape
	66M

	Tapes
	High Temperature Resistance Tape

	Horizontal Adjustment
	±9°（swivel）

	Power Consumption
	1.2 kw

	Air Consumption
	8.5 Liter/Min（0.34 Liter/cycle）

	Taping Accuracy
	±0.007”

	Taping Speed
	2.0 ~ 4.0 Sec/100㎜

	Machine Size
	1150㎜（W）×1330㎜（L）×1410㎜（H）

	Machine 
	~430㎏


